


National Standard for Tonnage Measurement and Calculation on Myanmar Waters 
General 
 1. (1) The tonnage of a ship shall consist of gross tonnage and net tonnage. 

(2) The gross tonnage and the net tonnage shall be determined in accordance with the 
provisions of these Regulations. 

(3) The gross tonnage and the net tonnage of novel types of craft whose constructional 
features are such as to render the application of the provisions of these Regulations 
unreasonable or impracticable shall be as determined by the Administration. Where 
the tonnage is so determined, the Administration shall communicate to the 
Organization details of the method used for that purpose, for circulation to the 
Contracting Governments for their information. 

  
Definitions 
 2. (1)  Upper Deck 

 The upper deck is the uppermost complete deck exposed to weather and 
sea, which has permanent means of weathertight closing of all openings in the 
weather part thereof, and below which all openings in the sides of the ship are 
fitted with permanent means of watertight closing. In a ship having a stepped upper 
deck, the lowest line of the exposed deck and the continuation of that line parallel 
to the upper part of the deck is taken as the upper deck. 

 
  (2)  Moulded Depth 

(a) The moulded depth is the vertical distance measured from the top of the 
keel to the underside of the upper deck at side. In wood and composite 
ships the distance is measured from the lower edge of the keel rabbet. 
Where the form at the lower part of the midship section is of a hollow 
character, or where thick garboards are fitted, the distance is measured from 
the point where the line of the flat of the bottom continued inwards cuts the 
side of the keel. 

 
(b) In ships having rounded gunwales, the moulded depth shall be measured to 

the point of intersection of the moulded lines of the deck and side shell 
plating, the lines extending as though the gunwales were of angular design. 

 
(c) Where the upper deck is stepped and the raised part of the deck extends 

over the point at which the moulded depth is to be determined, the moulded 
depth shall be measured to a line of reference extending from the lower part 
of the deck along a line parallel with the raised part. 

 
  (3) Breadth 

 The breadth is the maximum breadth of the ship, measured amidships to the 
moulded line of the frame in a ship with a metal shell and to the outer surface of 
the hull in a ship with a shell of any other material. 

 
  (4)  Enclosed Spaces 

 Enclosed spaces are all those spaces which are bounded by the ship's hull, 
by fixed or portable partitions or bulkheads, by decks or coverings other than 
permanent or movable awnings. No break in a deck, nor any opening in the ship's 
hull, in a deck or in a covering of a space, or in the partitions or bulkheads of a 



space, nor the absence of a partition or bulk-head, shall preclude a space from 
being included in the enclosed space. 

 
  (5)  Excluded Spaces 

 Notwithstanding the provisions of paragraph (4) of this national standard, 
the spaces referred to in Figure (1) to (9) shall be called excluded spaces and shall 
not be included in the volume of enclosed spaces.  

 
  (6) Passenger 
    A passenger is every person other than: 
   (a)  the master and the members of the crew or other persons employed 

or engaged in any capacity on board a ship on the business of that ship; and 
    (b)  a child under one year of age. 
 
  (7) Cargo Spaces 

 Cargo spaces to be included in the computation of net tonnage are enclosed 
spaces appropriated for the transport of cargo which is to be discharged from the 
ship, provided that such spaces have been included in the computation of gross 
tonnage. Such cargo spaces shall be certified by permanent marking with the letters 
CC (cargo compartment) to be so positioned that they are readily visible and not to 
be less than 100 millimetres (4 inches) in height. 

 
  (8) Weathertight 

 Weathertight means that in any sea conditions water will not penetrate into 
the ship. 

 
 
Gross Tonnage 
 3. The gross tonnage (GT) of a ship shall be determined by the following formula: 
     GT = K1V 
  where: V = Total volume of all enclosed spaces of the ship in cubic metres, 
   K1 = 0•2 + 0•02 log10V  
 
Net Tonnage 
 4. (1)  The net tonnage (NT) of a ship shall be determined by the following formula: 
     NT = K2 Vc + K3 
   in which formula 
   (a) the factor shall not be taken as greater than unity; 
 
   (b) the term K2 Vc(4d/3D)2 shall not be taken as less than 0•25 GT; and 
 
   (c) NT shall not be taken as less than 0•30 GT, 
                 and in which : 

  Vc  = total volume of cargo spaces in cubic metres, 
  K2  = 0•2 + 0•02 log10Vc  
  K3  = 1.25((GT+10,000)/10,000) 

  D  = moulded depth amidships in metres as defined in Regulation 2 (2), 



 D = moulded draught amidships in metres as defined in paragraph (2) 
of this Regulation, 

  N1  = number of passengers in cabins with not more than 8 berths, 
  N2  = number of other passengers, 

  N1 + N2 = total number of passengers the ship is permitted to carry as 
indicated in the ship's passenger certificate; when N1, + N2 is less 
than 13, N1 and N2 shall be taken as zero, 

 GT = gross tonnage of the ship as determined in accordance with the 
provisions of Regulation 3. 

 
  (2) The moulded draught (d) referred to in paragraph (1) of this Regulation shall be 

one of the following draughts: 
 (a) for ships to which the International Convention on Load Lines in force 

applies, the draught corresponding to the Summer Load Line (other than 
timber load lines) assigned in accordance with that Convention; 

 
 (b)  for passenger ships, the draught corresponding to the deepest subdivision 

load line assigned in accordance with the International Convention for the 
Safety of Life at Sea in force or other international agreement where 
applicable; 

 
 (c)     for ships to which the International Convention on Load Lines does not 

apply but which have been assigned a load line in compliance with national 
requirements, the draught corresponding to the summer load line so 
assigned; 

 
 (d)  for ships to which no load line has been assigned but the draught of which 

is restricted in compliance with national requirements, the maximum 
permitted draught; 

 
(e)     for other ships, 75 per cent of the moulded depth amidships as defined    in 

Regulation 2 (2). 
 
Change of Net Tonnage 
 5. (1) When the characteristics of a ship, such as V, Vc, d, N1 or N2 as defined in 

Regulation 3 and Regulation 4, are altered and where such an alteration results in 
an increase in its net tonnage as determined in accordance with the provisions of 
Regulation 4, the net tonnage of the ship corresponding to the new characteristics 
shall be determined and shall be applied without delay. 

  
  (2) A ship to which load lines referred to in sub-paragraphs (2) (a) and (2) (b) of 

Regulation 4 are concurrently assigned shall be given only one net tonnage as 
determined in accordance with the provisions of Regulation 4 and that tonnage 
shall be the tonnage applicable to the appropriate assigned load line for the trade in 
which the ship is engaged. 

  (3) When the characteristics of a ship such as V, Vc, d, Nl or N2 as defined in 
Regulation 3 and Regulation 4 are  altered or when the appropriate assigned load 
line referred to in paragraph (2) of this Regulation is altered due to the change of 



the trade in which the ship is engaged, and where such an alteration results in a 
decrease in its net tonnage as determined in accordance with the provisions of 
Regulation 4, a new International Tonnage Certificate (1969) incorporating the net 
tonnage so determined shall not be issued until twelve months have elapsed from 
the date on which the current Certificate was issued; provided that this requirement 
shall not apply: 

    (a)  if the ship is transferred to the flag of another State, or 
 
  (b) if the ship undergoes alterations or modifications which are deemed by the 

Administration to be of a major character, such as the removal of a 
superstructure which requires an alteration of the assigned load line, or  

  (c)  to passenger ships which are employed in the carriage of large numbers of 
unberthed passengers in special trades, such, for example, as the pilgrim 
trade. 

 
Calculation of Volumes 
6. (1)  All volumes included in the calculation of gross and net tonnages shall be measured, 

irrespective of the fitting of insulation or the like, to the inner side of the shell or 
structural boundary plating in ships constructed of metal, and to the outer surface of 
the shell or to the inner side of structural boundary surfaces in ships constructed of 
any other material.  

 
  (2)   Volumes of appendages shall be included in the total volume.  
 
  (3)   Volumes of spaces open to the sea may be excluded from the total volume. 

 
Measurement and Calculation 
7. (1)  All measurement used in the calculation of volumes shall be taken to the nearest 

centimetre or one-twentieth of a foot.  
 
  (2)  The volumes shall be calculated by generally accepted methods for the space 

concerned and with an accuracy acceptable to the Administration. 
  
  (3)   The calculation shall be sufficiently detailed to permit easy checking. 
 
 

 

 

 

 

 

 

 



ANNEX I 
CERTIFICATE FORM 

 



 

 

 



 

 
 



SCHEDULE 1 
EXCLUDED SPACES AS DEFINED IN REGULATIN 2 (5) 

In the following figure: 
O = excluded space; 
C = enclosed space; 
I  = space to be considered as an enclosed space.(Hatched-in parts to be included as enclosed 
spaces; 
B = breadth of the deck in way of the opening. (In ships with rounded gunwales the breadth is 
measured as indicated in Figure 9). 

           

      Figure 1.                              Figure 2.  

        

      Figure 3.                                Figure 4. 

            

  Figure 5.                                     Figure 6. 

 



 

  

Figure 7. 

 

Figure 8. 

 

Figure 9. 
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SCHEDULE 2 
COEFFICIENTS K1 AND K2 REFEERED TO IN REGULATION 3 AND 4 
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